
OSCILLATE 
Technical Rider 

 
1.INPUT LIST: 

 INSTRUMENT INPUT MONITOR NOTES 

 Drums: - 

Drumfill/Wedge*  - 

1. - Kick mic 

2. - Snare mic 

3. - Hi-hat mic 

4. - Tom 1 mic 

5. - Tom 2 mic 

6. - Overhead L mic 

7. - Overhead R mic 

8. Bass + amp direct XLR 
/di-box* Wedge  2 x 230V 

9. Guitar + Quad Cortex (stereo)* direct XLR 
/di-box* Wedge  

- 3 x 230V 
- additional own 

monitor 

10. Piano L (Nord Stage 2EX) di-box 
Wedge  1 x 230V 

11. Piano R (Nord Stage 2EX) di-box 

12. Vocal mic Wedge  - own mic 
Shure Beta 58A 

*depending on availability / sound engineer preference 

➢​ The number of monitors depends on the venue's size and acoustic conditions and 

will be confirmed prior to the performance - an optimal setup includes 5 wedges. 

➢​ A minimum of 6 power sockets (230V) must be available on stage to connect 

backline and instruments. 

➢​ Microphones should be selected according to the specific instrument requirements 

and should match proper characteristics (e.g. dynamic vs. condenser). 

➢​ Final stage layout and monitor setup will be determined during soundcheck, 

depending on stage size and venue conditions. 

➢​ Band provides own vocal mic Shure Beta 58A and extra guitar monitor. 

➢​ All DI boxes and microphone stands should be provided by the venue or sound 

engineer unless otherwise agreed. 



 
CONTACT: krzysztofgluchoscillate@gmail.com, tel: +48 518-259-344  
 

 
STAGEPLAN: 
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